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Message fronDynavision Sports

Dynavision Sportappreciate your choice in selecting tHaynavision DZ™ for

your SportsVision Programwe sincerely hope that it fulfils all of your

expectations and aids in tHevelopmenbf yourathletesand the use of the D is

a rewarding experience. Should you have any issues or problems with the system
please contaddynavision Sportdy logging onto the website and you will be
assisted. It is important that you have the all of the information iceatan this

page when you enter the website. This will enable a rapid response by our team.

Nl mportant | nf ormation , pl

Dynavision D3" Website Login:www.info@dynavision.com

Machine Model #Dynavision D2

(your name)

Address: éeeéeéeéeéeééé. (email add

I
i
i
L can be cont gct
i
I
i

Note Well:

2T|\/|

B Your Password to get intthe D Program is Admin
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1. The system offers the following "state of the art" features:

2. Rugged, light weighaluminumand Lexan construction

3. Height adjustment (spanning 24 incheshtrolled by a sturdy and smoaiperating
motordriven arm.

4. Easyto install wall mount system.

5. L.E.D (light emitting diodes) light switches have long life span preveiimgout
problems.

6. Optional Printer providea print outanalysis of eachrun' on the system.

7.Dy nav i s iNetbookBodti®l has multiple operatirgereendor total flexibility

of programs. The user can employ any of 4 modes incorporating ughffer@nt light
speeds.

8. The screen also indicates the lights in teaé asthey are activated. Thus allowing
the operator to see exactly what #dibleteis viewing. The working area of the light
panel may be reduced by eliminating theer rings of lights and/or any combination
the 4 quadrants can be utilized.

9. Each run can be 30 seconds, 60 secdondger than 60 seconds continuous.
The flash option wilflash 1 to 7 digits for auration of 1 second to Dsecond (7
differentadjustments).

10T he Dy n av iNsthoakscredh 210 shows score and other “run'
informationas well as acting as an instructional readout. Any person can operate the
unit by following the instructions as they appear
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FLASH OPTION

The Flash Option gives the user the option of increasi@@mount of visual
informationin the focal area. This intensifies concentration and also trains the use
in bi-level processing (i.e. processing visual information in both focal and periphers
areas of thevisual field simultaneously). This also increasstress on a different

level than isachieved by speeding up the light movements, thus allowing the user tp
progress tdigher processing levels on a very gradual, incremental basis.

The flash option will display from 1 to 7 digits at speeds of 1.0,,@.A®, 0.40,
0.25,0.10,seconds. These numbers appear every 5 seconds and the digits (curren
flash value) are displayed on tNetbookscreen (for 5 seconds) so that a training
partnercan monitor the number of correct/incorrect responses. The nuthbéese
flashed willalso appear in the printowtith the record of correct responses as
registered by thediner Thetraineruses the score counter on the program to input
the number of correct responsas heard when called o@& more detailed

explanation will be found later in this manual under using flash option.)

Dv navi s iNethookB&een

The Dy nav iNsthoak8creéndiplay controls all system functions and
displaysongoing scores as the user is going through his/her run. Ruscong,

average reactioime, and the numbers that flashed (if applicable) are shown during
and following a run.
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Note Well

I Use only as directed. Use of controls, adjustments,
performance or procedures other than those specified
herein may result in less effective outcomes.

F Improper use or any unauthorized modifications will
void the warranty of the device.

©
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PRINTER

F The Dynavision D2E can be connected t

The printer can be connected to the USB port oiNtitbook See figure 1 belv.

Vents Powerin VGA Port  Meda Reader UUSB Port

Headphone Jack RJ-45 Ethemet Port  Kensington Lock
Microphone Jack USB Port

Figure 1

Note well: The D2 is not shippeadith a Printer.
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SYSTEMSET UP.

E Once the unit is securely fastened towlad as pethe installation instructiongou are
now ready to connect the B2to the electrical outlet. Please make sure that the
electrical outlet is functional.

B Connect thdNetbook to the electrical outlet and connect the cable from tH&tBzhe
USB port on the Netbook, see figure 2 below.

DynavisionDZM showing Netbook anéPrinter Installation

Figure 2
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Net book Connection Ports

Vents Powerin VGA Pont Media Reader USB Port

Headphone Jack RJ-45 Ethemet Port  Kensington Lock
Microphone Jack USB Port

Figure 3
Power up the Netbook and wait for it to boot up.

Once the Netbook isready,l i ¢ k Omre r tahh & r i _sn ddgetinstractons| c o
onhow tostart the D2 software programYou can printthéd Op e r at o iifs
you choose

Power on the D2 by the switch located on the Iéandside of the machine.

Once the Program recognizes the machine, the lights will begin to turn on and off ver
rapidly as they mogaround the.lGHT BOARD. The next step is to make sure all of
the lights function properly and in order to do this you must now use the software
program to initiate the test.

The first screen that you will see on the Program requires you to enter $ieM
PASSWORDwhich is set at the factory default as followsimin

EnterAdminand clickOK, see figure 4 .Make surethatuu s e capi t al
common letters (dmin). You will not be able to see what you typed because it will
as asterisks. If you enter the incorrect password the system will respond by colg
entry blueTry it again making sure you pay attention that@id>Slock keyis note

Performance Enterprises: web site: www.dynavisiond2.com ,email: info@dynavisiond2.com




Main Start Screen

EN

Dynavis™h"

Performance Enterprises’

Selecting 'OK'indicates your acceptance
of Performance Enterprises’ Software

License Agreement. If you do not agree
to the terms of this license, select Exit’

View License Agreement |

System Password Exit

Enter Passvord Click OK Read Licence Agreement
Figure 4

Please click and read the software licence agreement and if you agree ¢li¢k'on
and proceed to enter the system Password. If you do not agree press Exit. You will npt
be able to usdné system without first agreeing to the Software Licence Agreement.

Once you have entered thasswordhe next screen willppear whichwill allow you

to do an initial test to make sure all of the lights are functioning properly on yolt D
You will click onthe IconthatsayjsDi_a g n 0 dvitaii ;v e asealfigure 5
below
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Diagnostic and Maintenance Screen

Dynavisixa'
Select a Task

Select a Patient
|

Experiment with the Light Board

@IS | Diagnostics and Maintenance

Qu
—

Figure5

Click Diagnostics and Maintenance

F Once you have clickedontfieDi agnost i ¢cs &he dextsteethat e n a
appeas will require you to clickonthé Di_a g n o s t,see figurébelaive O
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Diagnostic Mode Screen

Dynavisixn®

¥ Enable Light Sequencer Enable Light Sequencer controls
& Run withoutt Light Board the automatic chase seqence.

Test for defective lights and
switches with Diagnostic Mode,
which lights every light, one at a
time, advancing after each is
Diagnostc Made pressed.

Change System Password

Compact Database Compact Database wil remove
unused space from the database,
Dione reducing the amount of disk space
required.

Version 1.0.1.18

Click on Diagnostic Mode Fgure6

Follow the instructions on the screen.

Check that all lights illuminate by pressing each of the Ring buttons in turn.

Verify switch operation by pressing each switch in sequence and obsertirgy on
screet hat each generates a Swi thbeemshddl® WN
also be heard as each switch is pressed.

Once you have successfully comhmdetyoa
will be returned to the main program screen, see figbedow.

Note Intheevena | i ght remains off o
Performancénterprises
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Diagnostic Mode Screen

Run the Diagnostics test to make sure all of the lights are functioning before starting t
use the fulfunction of the Light Board. The screen below figure 7 will appear and you
should then begin to hit the lights to deactivate and visibly look at the lights to see tha
they indeed activate and deactivate , continue for all 64 lights and you will ge¢a scor
validating all 64 lights function.The user can stop at any time and start over.

Diagnostic Screen for System Test

Dynavisizxa”

Diagnostc Mode: Lights wil jvance
sequentialy as they are presed.

Stop

64 lights tested Figure 7

Q‘.a
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HEIGHT ADJUSTMENT

Once thelight Board issecured to the walland the device connected to a wall outlet,
the height of the light board may be raised or lowered by using the rocker switch on th
lower left corner of the light board as shown in figaieelow.

Height Adjustment Switch
Figure7

F The machine can travie 8 feet high, so make sure when you are raising the machi
that you have the necessary ceiling space above. Additionally the machine cas
lowered to a level of approx.Sfeet.

Performance Enterprises: web site: www.dynavisiond2.com , email: info@dynavisiond2.com
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DYNAVI S| OBASICS E

B The Dynavision DZ" has flexibility for individualized programs because of its variety

of functions. In most programs the board is adjusted with the display-veydy
usingthe up/down switch to raise or lower the light board. The user is then instucted
concentrate (not stare) into theplayfocal point. He/she should stand in@nfortable
stance at a distance so as to be able to reach all lights(sagtgsted distance is
approximately 1 foot away from working area). Hands should bgposiion ready to
strike out at the lights as they come on one at a time. Thestweisl be instructed to
strike and recoil as quickly as possible so as to be able toandwehe next light.
There i s an audi bl e 0 BEEPOtohd (@deadiatgads s u

many lights as possible in a pitetermined time span and graduaihprove the score.

Once you have successfully completed the system check out and verified all of the ligits

are functional, you are now ready to téstived the DZ™ and thed S e bTask t

Screemm will appear ,click omiSelect dJse, see figure3 below.

Performance Enterprises: web site: www.dynavisiond2.com , email: info@dynavisiond2.com




Select alask Screen

Dynavisixn®
Select a Task

Sclect a Patient
> g |

pan Experiment with the Light Board

RS | Diagnostics and Maintenance
I

Quit

Click Select dJser Figure8

' On the screen above figuseyou will Select dJserand he next screen will ask you
ton A d d)sem, see figure 11 belovglick on it and a new screen will appear that
requires you to fillitheuseb s name, and their profil
that you enter aame, it is entirely up to the user if they want to enter information in
the other fields. Additionallyt is optional if you desire to entefiRassworg, we
suggest that it is always better toRzsswordorotected especially if you have ente
your personal information.

Performance Enterprises: web site: www.dynavisiond2.com ,email: info@dynavisiond2.com




Select dJserScreen

Dynavisixa'

Select a Patient

Add Patient

Click AddUser Figure9

F Note: This is the only button that can be used on this screen, if you do not want to adc
user you can return to the Main Menu by clicking on the Main Menu button.

Once you have clicked an A d_dJsel auserprofile field will appear, that yoare
required at a minimum to enter a Nameee figure @ below.

Performance Enterprises: web site: www.dynavisiond2.com ,email: info@dynavisiond2.com




Enter NewU s e Debaids

Dynavisixn®

Enter New Patient Details

Last | | First ‘ D |

Address | Dominant Hand | - Gender

" Right & Mae
Ci State 2 i
ty | ‘ £ ‘  Left T Fernale

Height Weight Age VislEn Eiifcss

" Excellent

* Good
Surgeties | I Glasses

* Fair
I Contacts
Affected side |  Poor

IefEs Password
Repeat

Diagnosis | 20/20 |

Note Box Figure 1 Save Cancel

F Once you have entered the details, you can either password protect the information o
you can choose to save théormation without the passwolay clicking on save. You
can also enter any notes in thetesBox as you may choose and it will be saved unde
your profile.You can click on the cancel button at any time and the information will not
be saved and you will return to the previous m&iaen you are finished with this
menu , you will return to the previous screen with your name added and nowlyou wi
have access to all of the buttons on the screenAuUkelo , Vi eUsel Defei 1t
User, Use Light Board, Vi Yowcamnowviewthegg and
information by clicking on your name and viewing or editing your profile informatio
you candelete your name or you can add another user, see fibedalv.
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Enter NewUserDetalls

If you have entered a name that is alreadgtingin theUses0OList, you will get an
error messagé¢hat notifies the user that the name is alydallen. We suggest you
thenaddyour Middle Name or NickNameor any other format you would like, see
figure 11below.

Error Message for Similar Names

Dynavisixn®

Enter New Patient Details

Last [ DECKER. First | DESMOND o

Address | Dominant Hand | | Gender
@ Right & Male
Ci
t\/| - = " Fermnae

. Dynavision
Height: Health

1] Mame already exists. Please enter a unique name and kry again. i
I Sroke] e celent
* Good

Maonths post  Ear

Grade TR ST

“ Paor

T
[

Etiology miliarity —

Motes Repeat

Save | Cancel |

AError message name already exists please enteicaue name and try again

Figure 11
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Deleting aUser

E The user is able to deletaigerfrom theSelect aUser Screen.

E Click on theUserthat you would like to Delete and you will get a Prompich
asksi_ OK TO PERMANENTLY DELETE THE CURRE

USERI NCLUDI NG THEI R RUN_ HI S JatwRichdimeiyouE S
would make your decision to delete or to keep ,see fitRibelow.

Deleting aUserPrompt Message

Dynavisixn®

Select a Patient

OF to PERMAKEMTLY delete the currently selected patient including their run histary?

I

AddIahent ‘ View/Edit Patient | Delete Patient

Figurel2

~

n OK TO PERMANENTLY DELETE THEBEJSERJR
| NCLUDI NG THEI R RUN HI STORYO AYEZ

Performance Enterprises: web site: www.dynavisiond2.com
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Select AUser

Dynavisixa'

Select a Patient

Add Patient ‘ View/Edit Patient Delete Patient

Use Light Board Figure13 View History

E Once your name is entered you are now ready to use the Light Btiakdbnyour
nameandit will be high- lighted in blue and thenclickagnUs et h e lbuttanh t
and a new screen will appear which will ask yo&edtect aProgram, see figure 14
beow.

If you click on theView History button you will go to a screen that has no history
because you have not yet used the machine , so we should avoid being distracted g
proceed to the next step by selectingubke the Light Boarduttonsee figure 14

below
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Selecta Program

Dynavisixn®

Select a Program for Desmond Decker

Fatient Programs Mode |4

Tirme |60 seconds
Flash | MNaone

Other Programs * - Standard Program

* Mode B, Green Lights Center at 30%
* Mode B, Light Speed - 5 sec
*Mode B, w/Hash-1 digit @1.0 sec

FactoryLoaded Run program Program Settings and Graphics
Programs Figurel4

F You will see a series of Programgith anAsterisk “already loaded by the factory , as a
first time user , we suggest that you click on one of the programs and it will be high
lighted in blue, once you have done that you can then proceed to hit run. The series @
Programs that have been preloaded are lasvilReactiveMode Proactive Mode,

Mode C andReactionTest These modes will be explained as we proceed along. If yo
selectedReactiveMode, you will see on the top right of the screen the settings for ti3
Reactive Moded the corresponding grapli€the board indicating the lights that wi

Performance Enterprises: web site: www.dynavisiond2.com ,email: info@dynavisiond2.com
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be active for the run. Before we click bnR u n__ t h e leis explain the difterence
of the modes.

Mode Explanations

ReactiveMode: Thisisai Re a c t i wherebya light will iluminate and
you are required to strike it to turn it off , as soon asig@activate the light another

one will appear at a random location and you must react taléastivatet, and the

cycle continues until the run is ovéihe object of this test is to see hoyactiveyou are

| ndeaGtivatingit he | i ght arkiswill thentgiveayau yquragesageb | e .
Reactive Time.

ProactiveMode thisis aii P r_o aMot di eiiereby a light will illuminate for a
specific time ad then will automaticallyideactivate and move to another random
location and the cycle will continue until the run is completed. The object of this
exercise is to see how proactive you
automatically goesfb

Mode C This mode is used to exercise your eyes. You are requifedbte the

moving light as it moves around the Light board, changing direction as it goes throug
the cycle.

Reaction ModerThis mode is used as a baseline measurement to see what you
reaction mode is before starting any exercises.Canthen compare your progress
against your original reaction time from the baseline test.

Now that we know what the tests ahets contie to run a test by selectifggactive

Mode which was factory loaded, remember you are required to hit the light as fast as
possible and to continue the process for each light that is illuminated. Take your posit
and when the run button is activateéde machine will count down from 5 to@ee

figure 15 below)pnd the first light will illuminate , which will require a reaction from
you , continue until the run is over , at which time you will hear a sdwrd the

machine indicating the run is over!

Q‘.a
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Count DownPrompt

Average Reaction
Time

Count down indicators

Run Time Indicator Figure 15

F' During the run, the screen will show the position of the light as they appear on the
machine, also it will show a runni
the AverageReaction Time. Additionally at the bottom left hand side of the scg

Q‘.a
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indicates the time elapsed for the run, the run can also be stopped at any time, see figure
16 below.

ScoreAverage Reaction Time

Dynavisixn'

Score 2
A React
WErage ea_lugi rgr; 4 . 6 2

Strike each target light as quickly as

Time elapsed Figure 16Avg. Reaction Time Score

After the run is finished the machine will sound to indicate the end of the run and a ne
screen will automatically appear, see figurédélow. This screen shows a summary of
theresults for the runt will be explainedn more detaifurther on in thignanualunder

~

Al nterpretdng The Tests

Q‘.a
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Results Screen

Dynavisixa"

Name: DECKER, DESHNOND
Hode &
Started at 00:53, 3/14/2010 Chosen time: 60 Sec Actual time: 60 sec

Working ALrea: Quadrants - All Rings - Full
Score: 2 hits

Reaction Times:
Fastest: 1.56 sec, Slowest: 7.67 sec, Average: 4.62 sec, Median: 4.62

Area Lights Hits Percent Avg Reaction
Quad UL 1 1 100 T.67 sec
Quad TR 100 1.56 =sec
Quad LL o
Quad LR a
Ring 1 100 T.67 sec
Ring 2 a
Ring 3 a
Ring 4 100 1.56 =ec
Ring 5 o

Soore/ Time Breakdown
0-15 =sec: 2 15-30 sec: o 30-45 sec: o 45-80 =sec: o]

Cone

Click @on Fdufle a7n e

E This is the results of your run, which will be explained fullyhiechapter for

Al nt er pr et.iTmeoexttstepan the precess is to clickiod o _raaddhis
screenwillchangetbo he @ 8le B 6 8 1y seé&figureel® below. You can click
onView Details Print or Deletethis history if yousodesire. This will be expiaed
further in the manual under the section that explains each screen and the softwarg
explicitly. So forthis exercise click on_ Ma i n__ &hel it willdake you back to wh

you first started, see figure 18 below.
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UserHistory

- :_\‘I ™
Dynavisiin
DESMOND DECKER's History

Diate/Time Prograrm Score | Avg Reaction Program "Mode A" Scores

03/14/10 12:59a Mode A 2 4.52
03/14/10 11:34a [Mode A 0 0.00

Graph |Sc0re

Asrerage Reaction Timne

Quadrant [RLLAL 0.00
Rl 000 0.00

View Details |

Figure 18 Main Menu

F Clickonfi__ M aienuo and you will return to where you started frazongratulations
you have just completed your firstnon the Dynavision D2".
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Creating and Understanding Programs

E In order to configure a program you must first get to a screen that allows you to either
Use the Light Boardpr Experiment withthe Light Board from theMain Menu ,
figures 19, 20 and 21, illustrate the saethat you can acceSshe Configure a

Programo menu.

Main Menu

Dynavisixn®

Select a Task
Select a Patient
rj‘a& Experiment with the Light Board
EESSSS | Diagnostics and Maintenance
—

EXIT Quit
—

Figure 19
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E Experiment with Light Boardan be found on thidain Menu.

Screens that can Access Configure a Program

Dynavisixn'

Select a Patient

Add Patient ‘ View /Edit Patient Delete Patient ‘

Figure 20

Clicking onUse Light Boardwill give you access toonfigure a Program
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Screens that can Access Confiqgure a Program

- :_\“I ™
Dynavisixn
DESMOND DECKER's History

Date/Time Prograrm Score | Avg Reaction Program "Mode A" Scores

03/14/10 12:595 Mode A 2 4.62
03/14/10 11:34a Mode A 0 0.00

2 Runs

Graph ‘Score

Awerage Reaction Time

Quadrant [ 0.00
Sl 000 0.00

View Details |

Figure 21

Clicking onUse Light Boardwill give you access toonfigure a Program
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Stepl.

E Click ont h Expefiment with Light Boardfiicon from theMain Menu, figure 22 ,and
you will be sent to th€onfigure a Program Menuyseefigure 23.

Main Menu

Dynavisixn®

Select a Task

Select a Patient
|

Experiment with the Light Board

RS | Diagnostics and Maintenance

qui
—

Figure22

Click Experiment withLight Board
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Configure a ProgramScreen

= = | ™
Dynavisizn
Configure New Program

Run Time

‘ Save Program |

Default to MoHiguredBAOo

Mode Screen:

On this screen the program automatically defaultstactive Mode and now you have
options that you can execute for your progranirigactiveMode. These options are
Flash Option, Speed, Run Time, Quadrantdpper Left, Upper Right, Lower Right,
Lower Left,Working Area: Full, Mid and Inner.
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Flash Option This option allows you to change the number of digits that you will
see on th®isplayin the center of the Dyanvision B2, it is generally referred to as a
ATachti stoscopeodo You have the option

Use of the FlashOption: The Flash is used to present numbers for the user to call
out at the same time they are trying to hit the lights. This can get very difficult as you
escalate the number of digits programniduk Flash forces the user to exercise more
of their perigneral vision by forcing the user to focus atfheplayin order that they do
not miss the numbers being presentdde they are hitting the lights. Figure 24
illustrates the screen that is presented if you choose to use the Flash Option.

Select Number oDiqits to FlashMenu

Dynavisixn’

Configure New Program

er of Digits t

e

Run Time

Save Program |

Select number of digits to flash Figure 24
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E Click on the number you would like fdash to display or click none and the screen
will return to the previous screen, Figure 23.

Speed OptiofThis option allows you to change the speed ofthsh, whereby

the numbers on tHaisplaywill move faster or slower as you select . Higsh speeds

can be varied from 1.0 seconds to 0.1 seconds, the degree of difficulty increase with
faser flash timessee figure 25 for the screen that is presented fdtl#sh times, just
click on your selection and then you will be returned to the previous menu.

Flash Speed Selection Menu

= = | ™
Dynavisizxn
Configure New Program

Run Time

Sawve Program | Carcel

Figure 25

Select speed of flash time
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Run Time OptionYou have the choice of selecting the duration of the test by

selecting the time from 30 secondgitontinuous see figure 26 belowClick on your
selection and then you will automatically return to the previous menu.

Run Time OptionMenu

= = | ™
Dynavisizn
Configure New Program

rking Area

Upper | Lipper
Left || Right
Lower | Lower
Left || Right

Program Time

N p P P P

‘ Save Program |

Select Run Time Figure 26
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Select Quadrants Menrhis option allows the user to select all 4 quadrants

of theboard or any combination of the quadraAtl. Lower and Uppel, eft andRight
etc. etcas you select the quadrants they will light up in red to give the user a visual of
the program being generated. Belowdl@e screen examples of the quadrant

seletions. See figures 228,2930,31

Quadrants Menu with No Lights Selected

Dynavisixn'

Configure New Program

Flagh Opton

Figure 27

No lights selected

, email: info@dynavisiond2.com

Performance Enterprises: web site: www.dynavisiond2.com




Upper Left Quadrant Selected

i = | ™
Dynavisizn
Configure New Program

Vorking Area

Flash Option
Upper l—
Left ‘

Figure 28

Upper left quadrant selected
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Upper Left and Upper Right Quadrants Selected

= = | ™
Dynavisizn
Configure New Program

Vo a
Ful

Run Time

Figure 29

Upper left and upper right selected
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Uppea Left, Upper Right and Lower Right Quadrants Selected

= = | ™
Dynavisixn
Configure New Program

Vorking Area

Upper | Upper [ 3
Left || Right ‘
Lower =
Right

Run Time

Figure 30

Upper left, upper right, lower right selected
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All Quadrants Selected.

= = | ™
Dynavisixn
Configure New Program

Run Time

Figure 31

All guadrants selected

F The option to select different quadrants enable3thimer to design specific
routines for thaiserto work on areas that they are having difficulty with, thereby
realisinga nore productive session.
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Select Working Area Menurhis options allows the user to select three

modes for the lights to illuminate in, a Full Board, Mid and Inner. As you click on the
selections you will get a visual display of the light pattern of the program you are
generating on the display, see figures3®,34.

Full Working Area

= = | ™
Dynavisizn
Configure New Program

Area
—
L bper
Left || Right
Lower | Lower
Left || Right

Run Time

‘ Save Program | Carcel

Figure 32

Full working area
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Mid Working Area

= - | ™
Dynavisizn
Configure New Program

ny

9 ts
Upper || Upper
Left || Right

Lower | Lower
Left || Right

Run Time

‘ Save Program | Cancel

Figure 33

Mid working area
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Inner Working AreaDisplay

= - | ™
Dynavisizn
Configure New Program

ot e
Upper || Upper
Left || Right
Lower | Lower
Left || Right Inner

Run Time

‘ Save Program | Cancel

Figure 34

Inner Working Area
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Proactive Moden this Mode you now have some additional options that you
can choose for your program. Tttferences betweeReactive ModandProactive
Modeis the ability to addsreenLights to control the speed of the lightis,control the
number and location of thereenLights. The function of the menu fétroactive Mode
Is the same as it is for allades.

Pressroactive _Modeand you will see that an additional panel of buttons will appear.
See Figur&5 below. This will allow the operator to select the speed at which the lights
will change.The lights travel in random patterns at various-§agspeeds. Depending

on the userskill level he/she will work affor e.g.5.0, 3.0, 1.00.75 or 0.5 seconds.

Each increasing spe@dts more stress on the user. A large part of the program is to
monitor the effect of thegesing levels of stress on théysical responses of tiises.

ModenBo Screen

Dynavisixn®

Configure New Program
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Figure 35

Speed OptionThis option allows the user to program the speed in which the

lights will randomly movearound the board, there is a programming speed range from
5.0 seconds to 0.25seconds with the ability to go to 0.20 seconds. The user has the
ability to fine tune the time by increments of 0.01 secandse thelider, see figure

36. Once you have seledtthe speed click on the number and then OK and you will
return to the previous scredfigure35)

nProactivaModen Light Speed Controls

Dynavisixn®

Configure New Program

Light speed selection with slideiFigure 36

Q‘.a
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Green Light Option/Number of Green LightSThe user is able to
program the use afreen lightan combination with theed lightsby ¢ | i cNoi n g
Green Lightsbutton and a menu will appear with various choices , these selections
range fromNoneto 100% Green lightssee figure 37 belowlhe GreenLight

selection will graphically display to enable the user to see the program configuration.

aAProactive Modad Green LightSelection

Dynavisixa"

Configure New Program

Green Light

R R EY
o] e ]

Save Program | Carcel

Figure 37
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Green light option/number ofreen lights

Green Light LocationOption : This option gives the user the ability
select the location of the green lightée userhaac hoi ce of ei t her
Board orjust PARTIAL, see figure 380nce you clicked on your selection ywill

return automatically to the previous screen.

nProactive Mboded Green Lightlocation Option

Dynavisixn'

Configure New Program

Flagh Opton

Q
Upp Upper
Left || Right
Lower | Lower
Left || Right

| Cancel

Figure 38

Q‘.a
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Green light location selection

The remainder of the option functionsHmactive Modeare identicalto those of
Reactive Mode Quadrants, Workingrea, Flash Option, Run Time etc. See figures

39,40, for examples of a program withieen Lights.

Examples & Green LightPrograms

= = | ™
Dynavisizxn
Configure New Program

rking Area

Upp Upper
Left || Right

Lower | Lower
Left || Right

Cancel

Figure 39

Q‘.a
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Examples ofGreenlLight Programs

= = | ™
Dynavisixn
Configure New Program

orking Area

Qi
Upper || Upper
Left || Right

Lower | Lower
Left || Right Inner

Cancel

Figure 40

Q‘.a
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Mode Cpressviode Cand it will bring up the screen that is shown in Figtie

below. The lightdravel around the outside circle at{set speeds. The options the

operator will have wilbe to thegprogram time and the light speéde program time is

how long it will run theexercise and the light speed is how quickly the lights change
position.The user initially stands back approximately 6 feet from the system and track
the lights withat moving the head\s he/she is able, they will move closer to the board.
The lights will changelirection every 15 seconds. This exercise strengthens the musclgs
that control eyenovements. The more developed your eye muscles are, the less likel

you areto experience eye fatigue.

ModenCO Scr een

= = | ™
Dynavisixn
Configure New Program

Run Time

‘ Save Program | Carcel

, email: info@dynavisiond2.com

=" performance Enterprises: web site: www.dynavisiond2.com




DvynNnavisismn

™M

Figure 41

Mode C Optionsrhe user has the ability to change the speed of the lights from

5.0seconds to 0.20 with the ability to fine tuat®.01 increments, the same way as in
Proactive _Modeand secondly the ability to program the duration of thesiamlar to

Proactive Moddrom 30 seconds to continuous.

Sample View of Mode C in Operation

Dynavisixa'

I 52

Track light movement with your
eyes, holding head =t

Stop

Figure 42

Mode C The lights move around the periphery of the light board changing
directions every 15 seconds. See figure 42 above.

Q‘.a
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Saving a Program

E Once you have configured a program and would like toisay@u can click on
nSavePr o g r andnyou will get @ P O P thaPrequests you f@lease Enter a
Name for Program Name. Enter the name and click 6@Ko, you can cancel at
any time and you will return to the previous menu.

F We suggest that you use a nagtblogy in naming your programs for example:

R Mode-NE-1-60, this corresponds teeactive Modewith no Flash, Speed of 1
second and a durationf 60 second¥¥ou can do this for all modesgemember that the
Reaction Time Mode is@@ D Y N A M| _C, séed®rmgram Name prompt message in
figure 43 below

Enter Program Name Prom@¥lessage

Dynavisixn®
Configure New Program

Please enter a name for the program.

Cancel ‘

Figure 43 Enter Program Name
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Saving /Deleting/Naming Programs

Dynavisixn®

Select a Program for Desmond Decker

Patient Prograrns Mode | A

Time |60 seconds
Fash  |MNone

Other Programs * - Standard Program

* Mode B, Green Lights Center at 30%
*Mode B, Light Speed - 5 sec
* Made B, w/Flash-1 digit @1.0 sec

Programs with Asterisks * Figure44

F Thescreen above figure 44 displays a serig$-aftory Set Programé with
Asterisks * in all Modes, the Asteriskihdicates that these programs cannot be
NEdi t edo oTheyftdn bd used as demplates for the user to develop
their own program and then rename it according to our suggested naming forma

All Programs Including the Factory Set programs will alwdogsin theii Ot h e r
P r_o g r_lmoxnthesonly time they will beansferredto theUsesdPrograms is
when they have beersed by théJser, see figure 45 below.
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